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Base 2500 -13" - 650 braked 2 axle

- - - Far v o ¢ Boat Type: Consoleboat, Motorboat,
Right picture coming soon| e Speedboat
f il .= * Adjustable Stamps: 2

o ’ ¢ Unique GYRO Roller System: No

* Gross Weight: 2500 kg
¢ Payload: 2035 kg
¢ Keel roller: 4
e Tire size: 13 inch
¢ Trailer length: 650 cm
¢ Axles: 2 Axles
e Trailer width: 210 cm
e Tiltable: no
¢ Braked: Yes
¢ Trailer weight: 419 kg

€7.024,05

€5.805,00 excl. VAT

Vanclaes Base
The Vanclaes Base braked boat trailer is suitable for motorboats, console boats and speedboats with a V-bottom.

The wiring is neatly concealed in the basic frame and is connected to the socket of your car via a 13-pin (type
Jaeger) plug. The entire basic frame of this boat trailer as well as the steel parts of the loading system and the
winch post are completely made of stainless steel.

By using stainless steel instead of the thermally galvanized steel commonly used in the market, Vanclaes trailers
have the advantage of being much lighter with often even stronger and more robust chassis. So in addition to the
qualitative and aesthetic benefits of this much more luxurious and beautiful material, a weight saving of +/- 25%
is also a fact, resulting in a higher load capacity.

This boat trailer has two extendable light bars - over a length of one meter - equipped with 100% waterproof LED
lighting. So you don't have to remove the trailer lighting before launching the boat.
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The thermally galvanized and subsequently anthracite powder-coated braked axle line is from the German top
brand WAP and is equipped with stainless steel water-resistant compact bearings. Every braked trailer is
delivered as standard with shock absorbers on each axle line. The overrun brake is also standard, anthracite
powder-coated after thermal galvanizing.

The Vanclaes boat trailer is equipped with keel rollers made of polyurethane. These rollers are 100% scratch- and
streak-free and provide safe and stable support for your boat during transport. At the rear, the trailer is equipped
with 2 stemps for extra stability during loading and unloading of your boat.

The winch post and the bow support can easily be adjusted in length and height. The automatically braked luxury
safety hand winch comes standard with a solid winch belt.

With all braked Vanclaes trailers, the costs for the mandatory COC document, the disposal contribution for the
tires, the registration certificate and the license plate are already included in the price. This way you won't be
faced with any surprises.

Would you like to enjoy the benefits of a Vanclaes Base braked boat trailer? Then contact one of our
business partners now and ask about the possibilities.

Art. # Description Incl. VAT Excl. VAT

406042 3 year extended warranty 2 axle £€229,00 €18926 ]
braked

401591 Tempo 100 admission (DU) €56,60 €46,78 ]

401580 ggggewheel bracket standard 1800 - £7964 €65,82 ]

401573 Sparewheel 13" 5 bolts €144,64 €119,54 ]

401667 Set of protective covers tail lights 165,90 €137,11 ]
rectangular

401523 Marine flushing kit 2 axle drum £398,16 €329,06 ]
brakes

401661 Black 1138tead of orange mudguards 2 £0.00 £0.00 ]
axle 13

401-CENTRST4/>1999KG Centre set 4 wheels Basic €343,54 €283,92 ]

3412-0350 SET Bow wheels set 350mm €191,45 €158,22 ]
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